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15" Apollo Lake SoC Mobile Processor Fanless

Stainless Steel Chassis Touch Panel PC with Full IP-65
& IP-X9K

 

 FEATURES  

 

Processor  Intel®  Celeron® Processor  N3350
Intel®  Apollo  Lake  SoC  with  integrated  chipset
Projective  capacitive  touch  screen
Full  Flat  Design
Waterproof  ON/OFF  Button
2  x  USB
1  x  COM (DB9)
1  x  LAN  Metallurgy  Waterproof  Connector
Full  System IP65,  IPX9K
Addons  must  be  ordered  separately:  NFC  /  WiFi  /
auto  dimming  /  high  brightness  Solution​
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 SPECIFICATIONS
CPU : Intel  Atom N270  1.6GHz

Chipset : Intel  945GSE  +  ICH7M

USB : 1  x  USB  2.0.  2  x  USB  2.0  via  10-pins  stik

Operating  Temp. : 0°C  til  50°C

BIOS : AwardBIOS

Drev : Monteret  med  160  GB  SATA  harddisk

Flash : 1  x  CF  slot

FSB : 533  MHz

Hukommelse : 1  x  200-pin  DDR  SO-DIMM.  Monteret  med  1GB  SO-DIMM RAM

Kabinet : IP65  tæt  rustfrit  stålkabinet

Netværk : 1  x  Realtek  RTL8111C.  10/100/1000  Mbit.  RJ45  stik

OS  SUPPORT : Understøtter  Windows  XP,  XPe,  Windows  7  (ikke  Windows  8)
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 SPECIFICATIONS
Skærm : 15”  TFT.  1024  x  768.  350  cd/m2.  Resistive  touch

Strømforsyning : 12VDC  (100  -  230  VAC  adapter)  2,1  A.  Maks.  30W

VGA : Integreret  Intel

Watchdog : Programmerbar  Watchdog,  maks.  255  sek

Weight : 8  kg

Dimensioner : 310  mm (H)


