ETH-POE5-18V

PoE Splitter RJ45, 5V/3A, 9V/2,5A, 12V/2,5A,
18V/1,6A, 10/100/1000Mbit,
FEATURES

PoE splitter med spanningsvaljare for 5, 9.12.18
Volt

Upp till max. 30W

IEEE 602.3af/at(POE) IEEE 802.3 (Ethernet)

IEEE 802.3U, IEEE 802.3ab (Gigabit Ethernet)

1 x 10/100/1000 Mbit RJ45 PoE-port (data +
strémingang)

1 x 10/100/1000 Mbit RJ45 LAN-port (endast data)

1 x DC-kontakt 5,5/ 2,1 mm - Utspanning (DC ut)
Katt. 5E, 6 UTP

DC-spanning fran PoE-switch eller injektor 36 till 57
VDC

2 x RJ45 Notera PoE gar inte tillbaka till R)45-
utgangen - endast data!

ROHS, CE, FCC (FCC Partl5, Klass B)
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ETH-POE5-18V

SPECIFICATIONS
Netveerk : 10/100/1000Mbps

IEEE 802.3af/at (PoE), 802.3 (Ethernet), 802.3u (Fast Ethernet), 802.3ab
(Gigabit Ethernet)

Signaler
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